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I II ACCESSORIES ACC 10 

Bulk FUSIBLE LINK wire. Length per spool varies by gauge. 

FL3120, 20 ga., 35 ft. 

FL3121, 18ga., 30ft. 

FL3122, 16 ga., 25 ft. 
FL3123, 14ga., 20ft. 

FL3124, 12 ga., 15 ft. 

FL3125, 10ga., 10ft. 

Fusible links are used to protect the main wiring. Fuses are used to 
protect the device. 

What size fusible link to use? 

When replacing a fusible link, always use the SAME gauge as 
the original. 
If the gauge of the original fusible link is unknown, use one that 
is 4 gauges higher (smaller) than the wire it's being installed on. 
(Example: use a 14 gao fusible link on a 10 gao circuit wire.) 

Super FLEXIBLE 8 gao wire , PVC 
insulation, rated 300 volts , fine 665/36 
copper stranding. 

A perfect wire for heavy duty jumper 
wires or any installation that requires 
movement. 

T60-30BBLK, 25 ft. minimum 

T60-30BREO, 25 ft. minimum 

JIMCO, Inc. • Phone: 800 - 821 - 7137 • FAX: 816 - 331 - 1971 
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.. 0 ACCESSORIES .. ~-
"PULSE" CAPACITOR ASSEMBLY 

A9900 
12 VOLT 

NEGATIVE or POSITIVE GROUND 

ACC 11 

A9900 "PULSE" CAPACITOR reduces turn-on speed of "A.C. turn-on" self-exciting 
regulators, 12 volt, positive or negative ground. For use with JIMCO R99-- series 
regulators. Can be used with competitive brands. 

NOTE: 
The A9900 "PULSE" CAPACITOR can be used on either POSITIVE or NEGATIVE ground 
altemators. The BLACK wire must always be connected to altemator NEGATIVE. 

,,-- A9900 CAPACITOR IS CONNECTED FROM 
ONE STATOR PHASE TO NEGATIVE (.) . 

A9900 
·PULSE" CAPACITOR 

THE CAPACITOR CAN NOT BE CONNECTED 
TO THE SAME STATOR PHASE AS THE 

YELLOW REGULATOR WIRE 
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JIMCO, Inc. • 

CONNECT THE YELLOW REGULATOR STATOR WIRE 
TO EITHER ONE OF THESE TWO PHASES. 

IT CAN NOT BE CONNECTED TO THE SAME PHASE 
AS THE A9900 CAPACITOR 

Phone: 800 - 821 - 7137 • FAX.: 816 - 331 - 1971 



I .. 0 ACCESSORIES .. ~-
"UNIVERSAL" DIODE TRIO 

T800 
NEGATIVE GROUND 

ACC 12 

"UNIVERSAL" DIODE TRIO adapatable to many different applications. 
Made with 3, 3 amp diodes and high temperature crosslink insulation. 

STATOR 
TERMINALS 
(Pl) (P2) (P3) 
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or 

"WYE" 
STATOR 
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NOTE: 

SOURCE OF 
FIELD CURRENT 

(8-) -

DIODE 
TRIO 

(P3) 

(8+) 
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Use RTV (Room. Temperature Vulcanizing) adhesive to hold the diode trio in place and 
to prevent interference wilh a~ernator rotor. 

JIMCO, Inc. • Phone: 800 - 821 - 7137 • FAX: 816 - 331 - 1971 
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